Specification:

Fiberglass Reinforced Plastic Roof Deck

Part 1 - General

FRP roof deck shall be Tuff Span as manufactured by Enduro Composites, Houston, Texas.

Part 2 - Products

2.01 Roof deck units shall be:

_____ 6.5 x 2 VFR 500     _____ 8.0 x 3.5 VFR 700 

2.02 Glass fiber reinforcements shall be 50% of the weight, straight and continuous, and in bidirectional alignment.

2.03 Resin type shall be premium grade vinyl ester.

2.04 Material shall have Class I Flame Spread Rating of 25 or less per ASTM E84.

2.05 Color shall be: ____ White    ____ Gray. 

2.06 Design Criteria

A. Dead + Live Load: L/D = 180, FOS = 2.5
B. Wind Uplift Load: L/D = 180, FOS = 1.88

C. Compliance with design criteria shall be established by large scale, vacuum box testing for live and uplift loads in accordance with local building code.

Part 3 - Execution

3.01 FRP roof deck units shall be installed in accordance with Manufacturer's Installation Guide.

3.02 Roofing insulation / membrane shall be attached by:

____ Mechanical (positive lock) fasteners: Enduro NC Plastic; SFS-TPR Peel Rivet; or Rawl Speed-Lock Toggle.

____ Cold adhesive: Olybond 500; Duro-Grip; or equal.

____ Hot bituminous adhesive:  Temperature of hot adhesive shall not exceed maximum value set by NRCA Handbook of Accepted Roofing Knowledge.

